DISKETTE UNIT NOT READY MAP MAP 0173-1 
NOT READY MAP 
PAGE 1 OF 6 


ENTRY POINTS EXIT POINTS 


ENTRY PAGE STEP PAGE STEP 
POINT NUMBER NUMBER NUMBER NUMBER 


LKRINICOVUIUION 
oOoooco°oo 
CA) ad 2nd NONI OTON 
ON U3 2 INU OUI 
00000 ~J~J~J~JNO 


TRY POINT A) 


IS A PAPER ONLY MAP. THERF IS NO 
IATED MAP PROGRAM. (SEE DIAGNOSTIC 
CE GUIDE ar 

HE ENTRY POIN ND FOLLOW THE MAP. 


T 

S MAP IT IS ASSUMED THAT A FAILURE HAS 
ED IN ANOTHER MAP, AND, THEREFORE, WILL 
IDENTIFY A FAILING FLELD REPLACFABLE 


ONLY WHEN INSTRUCTED TO DO SO BY ANOTHER 


mMUYH Be 
HrcH Haownm 


D' TE 


ST 
cas 
CAU 
N D 


OINT ON DISKETTE 
- SEE MAINTENANCE 
140. THIS SHOULD 
BAIL TO LOAD HEAD 
E ASSEMBLY. 


q 
TO 
AND 
AD 


Prrug RCGrPOH QaNPH AO 
ZQHODG SPNAMOSZ OmMNM mo 


OHAQHS wmhH=zmM 


P 
ND 
SF 
SE 
0 RIV 


CAUTION 
apo TO REMOVE JUMPER BEFORE LEAVING THIS 


IS DRIVE HUB PULLEY TURNING? 


3.11.1 IN THE MAINTENANCE INFORMATION 


IVE BELT INSTALLED CORRECTLY? 


Zein 


NY IO 
OG 


ry i 
te 


OFF THE DISKETTE DRIVE. 
LL OR EXCHANGE BELT. 
ON AND PERFORM BELT SERVI 


CE CHECK, 
-11 IN THE NTENANCE INFORMATION 


VE MOTOR PULLEY STRONGLY ATTACHED TO 


On YFrHOZzZOO 


WM SHRO Bes 


NECESSARY. 


04 
eo nece PULLEY SCREW OR EXCHANGE MOTOR 
ERIFY THE REPAIR. 


2, STEP 016 
gy é, ss 


ZOO 


a 
mH 
KO 


Org 
Oy, 
HI@ 
Zbyi 


Oto 


D LOADED. 
MOTOR PULLEY TURNING? 


Ord 
> | 

Hin 
<4 
es 


NS 
~~] 


DRIVE MOTOR TURNING? 


eon OF 


COPYRIGHT IBM CORP 1976 25JUN79 PN1635097 
REVISED 1979 EC375475 PEC755551 
MAP 0173-1 


On 


DISKETTE UNIT NOT READY MAP 
NOT READY MAP 
PAGE 2 OF 6 


08 
EASURE AC LINE VOLTAGE AT AC MOTOR CONNFCTOR. 
S Ac LINE VOLTAGE PRESENT AT MOTOR CONNECTOR? 
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CHECK CABLES, ARE THEY INSTALLED/SEATED 
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EXCHANGE COMPLETE DISKETTE UNIT ASSEMBLY. 
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DRIVE MOTOR PULLEY IS LOOSE. ADJUST AND 
TIGHTEN. 
SEE A3.11.8 IN THE MAINTENANCE INFORMATION 
MANUAL. 
VERIFY THE REPAIR. 
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CHECK HUB ASSEMBLY FOR BINDING WITH COVER 
CLOSED. 
IS HUB 0O.K.? 
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| 026 
EXCHANGE COMPLETE DRIVE ASSEMBLY. 
| SEE A3.5.1 IN THE MAINTENANCE 
INFORMATION MANUAL. 
VERIFY THE REPAIR. 
27 
EXCHANGE COVER OR COLLET ASSEMBLY. 
SEE A3.4 AND A3.8.3 IN THE MAINTENANCE 
INFORMATION MANUAL. 
VERIFY THE REPAIR. 
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CHECK IDLER FOR BINDING. 
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EXCHANGE IDLER ASSEMBLY. 
| SEE A3.11.9 IN THE MAINTENANCE INFORMATION 
MANUAL. 
VERIFY THE REPAIR. 
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EXCHANGE BELT. 
SEE A3.11.3 IN THE MAINTENANCE INFORMATION 
MANUAL. 
VERIFY THE REPAIR. 
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CHECK HUB OPERATION WITH COVER OFF. 
EXCHANGE DRIVE ASSEMBLY IF HUB STILL DOES 
NOT MOVE OR IF IT APPEARED DAMAGED. 
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CHECK COVER PTVOT, LATCH, AND COLLFT. 
ARE PIVOT, LATCH, AND COLLET OK? 
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| 059 
EXCHANGE BAD PART. 
SEE A3.4, A3.8.1 AND A3.8.3 IN THE 
HAINTENANCE INFORMATION MANUAL. 
VERIFY THE REPAIR. 
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| DO HEAD LOAD SOLENOID SERVICE CHECK. 
| SEE A3.10.1 IN THE MAINTENANCE 
INFORMATION MANUAL . 
| IS ADJUSTMENT OK? 
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| | 061 
| | ADJUST SOLENOID. 
VERIFY THE REPAIR. 
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| EXCHANGE DISKETTE UNIT ATTACHMENT IF YOU 
HAVE NOT DONE SO ALREADY. 
GO TO PAGE 1, STEP 001, 
ENTRY Point A. 
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